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Enidine Incorporated
7 Centre Drive
Orchard Park, New York 14127
USA
Phone: 716-662-1900
Fax: 716-667-1385
www.enidine.com

Enidine West
194 Technology Drive
Suite 201
Irvine, CA 92618
USA
Phone: 949-727-9112
Fax: 949-727-9107

Enidine Incorporated (Europe)
UNIT 7
Whitwick Business Park
Stenson Road, Coalville
Leicestershire LE67 4JP
United Kingdom
Tel: +44 (0)1530 276 508
Fax: +44 (0)1530 276 509
www.enidine.co.uk

ENIDINE PRODUCTS
Standard and Custom Elastomeric Products • APU Isolators • Wire Rope/Compact Wire Rope Isolators • Interior Noise Isolators

UltraLOC™ Seat Recline Controls • Stow Bin Actuators/Rate Controls • Hydraulic and Mechanical Energy Absorption Devices 
Recoil Attenuators • Rotary Actuators/Dampers • Semi-Active Systems

Weight Max Static
Part Number (lbs.) Load (lbs.) Curve
HR80035 1.6 100 1
HR80036 1.8 180 2
HR80037 1.8 250 3

Weight Max Static
Part Number (lbs.) Load (lbs.) Curve
HR80032 0.4 12 1
HR80033 0.4 14 2
HR80034 0.4 17 3
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e Isolators
Devices 

Solutions in Energy Absorption and Vibration Isolation.
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The HERM isolator incorporates the use of a traditional Wire
Rope Isolator encased in a proprietary elastomer compound.
The stainless steel cable and aluminum mount bars provide for
rugged construction, while the elastomer provides additional
stiffness and damping. This unique design results in a failsafe
mount, high load carrying capability, and improved damping
characteristics.

A variety of HERM
sizes cover a wide
range of Applications
and Installations.

Features:
• Lowest profile design of a 14 Hz

deck solution

• A variety of material combinations
available

• Mounting identical to traditional
Wire Rope Isolators

• Readily “tunable” to meet a wide
range of natural frequencies

• Greater load carrying capability

Benefits:
• Easy retrofit on fielded equipment

• Fewer mounts required to support  
a given load

• Smaller “footprint” than other
mounts

• Compatible with NBC wash down
requirements

• Improved noise attenuation
compared to standard Wire Rope
Isolators

Designed For:
MIL-S-901D
MIL-STD-167
MIL-STD-810E

US NAVY Barge Tested, MIL-S-901D Grade A
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Weight Max Static
Part Number (lbs.) Load (lbs.) Curve
HR80002 7.5 150 1
HR80003 9.0 300 2
HR80005 10.5 500 3

Weight Max Static
Part Number (lbs.) Load (lbs.) Curve
HR80006 6.0 125 1
HR80038 7.5 250 2
HR80039 8.8 400 3

Weight Max Static
Part Number (lbs.) Load (lbs.) Curve
HR80040 30 680 1
HR80041 40 2,000 2
HR80042 50 3,000 3
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